Wire Termination

Twister® Al/Cu Wire Connector

B Only aluminum-ip-copper twist-on connector
specifically designed to guaraniee a secure
connection while preventing
aluminum corrosion

B Specially formulated comosion-
resistant compound cuts and
penetrates corrosion build-up
on aluminum conductors for
increased conductivity

and cooler connections l

B Compact. one-piece design features '

ribbed cap, swept wings and hexagonal
head for easy installation by hand or with
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standard nutdriver Compound cuts
ds and on lhmmb:
W Live-aclion, square-wire spring expands an
contracts with aluminum wire conducters
B Deep skint provides maximum dielectric strength Entry cap retains
comosion-resistant
B Tough, UL 94V-2 flame-retardant shell rated at 105°C (221°F) compound

B Complies with M.EC. Section #110-14(b) for aluminum-to-
copper connections; UL £86C Listed and CSA C22.2 188
Certified; complies with Federal Specification W-5-610E

B UL 487 Listed for grounding and bonding

Wire Combinations Quantily Cat. Mo

1 Moo 10 Al solid wi o 2 No. 10 Cu solid
1 Mo. 10 Al w1 or 2 No. 12 Cu Card of 2 20-065
2 Mo, 10 A1 solid wl No, 12 Cu
1 Mo, 10 Al w1 or 2 No. 14 Cu Y b b s RN
2 Mo, 10 Al solid wil No. 14 Cu
2 No. 12 Al salid wi Ho. 10 Cu Card of 10 30-765
1 Ko 12 Al solid wfl or 2 No. 10 Cu {
1 Mo. 12 Al stranded w1l or 2 No. 10 Cu solid | EEr RN v
I 1 Mo, 12 Al wi'l or 2 Mo, 12 Gu [
6 ; Pk 2No. 12 Ml salid w/i No. 12Cu | Card ol 25 - 30165
| 1 Mo. 12 Al w1 or 2 Mo, 14 Gu [
2 No. 12 8 zolid w1 No. 14 Cu
— 1 Mo, 10 Al w1 or 2 No. 18 Cu [
2 No. 10 Al selid w1 Mo, 18 Cu [ |
1 Ng. 12 A1 w/1 or 2 No. 16 Cu Berof 10 - W-265
2 No. 12 Al solid wit No. 16 Cu
1 Ko, 10 Al w1 or 2 No. 16 Cu
2 No. 10 &l solid w1 Mo, 16 Cu
1No. 12 Al wi1 o 2 No, 18 Cu Carton ol 1,000 e
2 Mo, 12 Al solid w1 No. 18 Cu

00V maximum building wire; 1,000V siprs or ligkting fxdures . W Connasine @
sy Elizall s [ ]
rosmsding sequipmient

Model

Dimensions {'“hH

WARNING: E
1. One time use only. Do nol repse. Mot Lo be psed when CaRRe ;h
connecling only aluminum conductors. I
2. Wiring must comply with all applicable electrical codes. ]
3. Contact IDEAL for complele wire combination listing. | 5 |

Maodel

o5 | lUB4 | 1392 | 1316 | 25064
Fojms | A 14

| 11
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